PRODOTTI INDUSTRIALI & NAVALI s.p.A.

Double legged stainless steel wire rope lifting sling

* Reference standard
* Steel wire rope

* Ferrules
* Thimbles
* Fittings

* Applications

with eye hooks with safety latch
3613/1-5 - 3613/1-6 ¥

* Note
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3220/1-5 hooks shackles links thimbles

Industrial standard
Aisi 316 stainless steel (X5CrNiMo17-12-2 EN 10088 - W.N. 1.4401), T.S. 1570 N/mm2 - till and including dia.

12 mm, type 133 I; from dia. 14 mm on, type 216 WSM |

Copper ferrules to industrial standard similar to norm UNI EN 13411; stainless upon demand

7 and 8 mm, standard type art. 7861 Aisi 304 stainless steel (X5CrNi18-10 - W.N. 1.4301), from dia. 10 mm
on heavy duty thimbles art. 861/P from Aisi 316 stainless steel (X5CrNiMo17-12-2 EN 10088 - W.N. 1.4401),
both polished

All fittings are from Aisi 316 L stainless steel (X2CrNiMo18-14-3 EN 10088 - W.N. 1.4435) grade 5 (M) but eye
hooks 3613/1-6 that are from Aisi 318 LN (X2CrNiMoN22-5-3 - W.N. 1.4462) grade 6 (S)

Lifting, towing, suspension of loads in corrosive environment (marine, acid environment), where the use of
stainless steel is prescribed (pharmaceutical, food industry), where non-magnetic material is requested
(military); cruisers, leisure ships

Oversized master links 3000/IM-5 and other types of lower fittings such as links, swivel hooks, connecting
links, rigging screws and other fittings not shown are available upon demand

Technical data
measures mm
with shackles
7300-5 - 7350-5 - 7500-5 - 7550-5

with thimbles
7861 - 7861/P only

master link - inside WLL shackles master link - inside WLL master link - inside
size | height width t" size d w | size height width t Y | size height width
1250 110 60 0,8 @ 600 10 20 1250| 110 60 0,8 18 1250 110 60
1250 110 60 1 900 12 26 1250 110 60 1 18 | 1250 110 60
2000 135 75 1,6 1500 16 24 | 2000 135 75 1,6 28 2000 135 75
3200 160 90 2,3 2500 20 28 | 3200 160 90 23 34 3200 160 90
3200 160 90 3,1 | 2500 20 28 | 3200 160 90 3,1 37 5000 180 100
5000 180 | 100 | 4,1 3000 22 30 | 5000 180 @ 100 4,1 42 | 5000 180 100
5000 180 | 100 5 14000 24 37 5000/ 180 @ 100 5 45 6300 200 110
6300 | 200 @ 110 6 5000 27 37 16300 200 @ 110 6,3 50 8000 200 110
8000 | 200 @ 110 @ 7,7 6300 30 46 | 8000 200 @ 110 7,7 58 | 8000 200 110
10000/ 300 @ 160 @ 8,8 6300 30 46 10000 300 @ 160 9,2 66 10000/ 300 160
- - - 10,8 | 8000 33 46 12500 340 @ 180 10,8 | 75 12500 340 180
- - - 12,5 [10000 36 52 112500 340 @ 180 12,5 80 12500 340 180
- - - 14 10000 36 52 /18000 350 @ 190 14,4 80 /18000 350 190

MWLL in metric tons of 1.000 kgs, at an angle B between the most slanting leg and the vertical 0° to 45° (max.
apex angle 90°) with design factor of rope (F.0.S.) 5 : 1 for general lifting applications. Other applicatins may require

different safety factors, thus originating different WLLs.
The diameters of rope in bold characters are stock-items; it is possible that the others should be specially ordered, therefore

the delivery time can be long, and minimum order quantities can be requested.
@ hooks 3613/1-6 grade 6 (S) Aisi 318 LN (X2CrNiMoN22-5-3) - W.N. 1.4462
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